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Angloco 

Water/Foam Tender – 6000 

OUTLINE SPECIFICATION 
Chassis & Scania P310CB4x2HSZ.  310 hp (228 kW) 
Cab diesel engine.  Automatic transmission.   
 21,000 kg GVW.  Two door cab with seating 
 for two persons.  Spark arresting exhaust. 
 Automatic engine air inlet shut-down valve. 
  
Fire Engineering 
 Water Tank 2,500 litre, GRP construction. 
 Automatic level control system for filling. 
  
Foam Tank 3,500 litre, GRP construction. 
  
Water Pump Multi-pressure bronze/gunmetal centrifugal  
 pump, rated at 3,000 litres/min at 10 bar. 
 Discharge to monitor, four delivery outlets, and  
 high pressure discharge for two hose reels. 
  
Foam System Automatic round-the-pump foam proportioning 
 system for 3% or 6% selectable mixing ratio. 
  
Hose Reels Two powered rewind high pressure hose reels, 
 54 m x 19 mm hose, jet/spray branch pipe. 
  
Monitor Electronically controlled monitor rated at 2,500 
 litres/minute, with foam tube and deflector. 
 Remote control from inside cab, plus hand-held 
 wireless remote control. 
  
  
 

Bodywork Heavy duty light weight aluminium construction  
 with side lockers and rear pump compartment  
 enclosed by roller shutters.  Custom stowage 
 for items of fire fighting and rescue equipment.   
  
Equipment / Emergency warning lighting.  Siren system.   
Accessories Scene lamps.  Mains powered top-up battery 
 charger and brake air compressor.  Rear view 
 camera.  Floodlight mast with 2 x LED lamps. 
 Electric winch.  Fire and rescue equipment. 
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